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COMMONWEALTH OF VIRGINIA

CounTy oF HENRICO

John A. Vithoulkas October 16, 2018
County Manager

Marketplace Holdings, LLC
Attn: Mr. Robert L. Marchetti
1567 North Parham Road
Richmond, VA 23229

Re: Provisional Use Permit PUP2018-00011

Dear Mr. Marchetti:

The Board of Supervisors at its meeting on October 9, 2018, approved your request for a
Provisional Use Permit under Sections 24 58.2(c), 24-120, and 24-122.1 of the County
Code to allow an automobile oil change facility on Parcel 767-757-9294 located on the west
line of Staples Mill Road (U.S. Route 33) approximately 320’ south of its intersection with
Hungary Spring Road, subject to the following conditions:

1.

4.

5.

This permit shall allow Valvoline Instant Oil Change to perform oil changes and related
auto serving at this location in Staples Mill Marketplace Shopping Center. It shall not
apply to any other business in the overall shopping center.

The site and building shall be developed in general conformance with the conceptual
plan (Exhibit A), (see case file) landscaping plan (Exhibits B-1 and B-2), (see case file)
and architectural elevations (Exhibit C), (see case file) submitted with this request.

Any modifications to the site plan, landscaping plan, or building to accommodate
related Valvoline Instant Oil Change services shall require administrative approval of a
Plan of Development.

No exterior storage of oil or other automotive parts shall be permitted.

All services shall be conducted within a completely enclosed, air-conditioned building.

The Planning Department has been advised of the action of the Board of Supervisors and
requested to revise its records.

pc:

(PAVRIN RN A TEER ALIRASA S IAN S RN )

County Manager

Director, Real Estate Assessment
Police, Special Services

(804) 501-4206 P IAM & HUl  \RY SPRING ROADS / P.O. BOX 90775 / HENRICO, VIRGINIA 23273-0775
FAX (804) 501-4162
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EXHIBIT A


/

DENOTES EXISTING TREES IN ROW :
(4) TULIP POPLAR o
(1) WRITE SPRUCE } :o
10 4 =

AN
\\

N\

AN

AN \\
BN
AR O
/‘@6\» \\ N\
LN
SN

- $
4 \
(50) WEEPING FORSYTHIA (1 4) JAPANESE MOLLY ,:\ ))
(45) WINTERBERRY HOLLY , S

(6) SUGAR MAFPLE

GFRIWN 767-757-9294
LANDS MF
MARKETPLACE HOLOIVNGS LLC
DB 5252 PG, 7996

(22) GREY OWL JUNIPER
(7) AUTUMN JOY SEDUM
(3) SKYLINE LOCUST

NO TREES PLANTED WITHIN EASEMENTS

(2) PIN OAK

LANDSCAPE CODE REQUIREMENTS

BUFFER 10: 10" WIDE BUFFER YARD
REQUIRED - 2 LARGE TREES, | SMALL EVERGREEN TREE 4 25 SHRUBS PER 0O LF
NOTE: NO FROFOSED TREES WITHIN EASEMENTS, AS SHOWN.

(2) RED MAFPLE - Align with Existing Trees

PROPERTY LINE A:
143.67 LF/100 = |.44
2.68 or 3 TREES ¢ | EVERGREEN TREE ¢ 36 SHRUBS
AS SHOWN: 3 EXISTING TREES, 3 EVERGREEN TREES ¢ 36 SHRUBDS.

PROPERTY LINE B:
220.16 LF/100 = 2.20
4.4 or 4 TREES ¢ 2 EVERGREEN TREES ¢ 55 SHRUBS
AS SHOWN: 2 EXISTING TREES, 2 PROPOSED TREES, 2 EVERGREEN TREES
¢ 34 SHRUBS

PROPERTY LINE D:
| 77.76 LF/100 = 1.786 3.56 OR 4 TREES ¢ 2 EVERGREEN TREES 4 45 SHRUBS
AS SHOWN: 4 PROPOSED TREES, 2 EVERGREEN TREES ¢ 45 SHRUBS

/

PROPERTY LINE E:
190.22 LF/100 = 1.9 3.6 or 4 TREES ¢ 2 EVERGREEN TREES ¢ 486 SHRUBS

(3()’V)A/E|ET 3Z§1LJECE REFER TO SHEET L-1.01 FOR: AS SHOWN: 4 PROPOSED TREES, 2 EVERGREEN TREES ¢ 48 SHRUBS
% - \ & BUILDING ¢ DETAIL PLANS, LANDSCAPE PROPERTY LINE H:

REQUIREMENTS, INSTALLATION DETAILS, 20.76 LF/100 AS SHOWN: | PROPOSED TREE

PLANT MATERIALS LIST PROPERTY LINE |-
SITE LANDSCAFPE PLAN AND TREE COVERAGE CALCULATIONS. 53.98 LF/100 _ AS SHOWN: | PROPOSED TREE

SCALE:

"= 20

PROPERTY LINE K:
286.48 LF/ 100  N/A - ALL PAVEMENT

STREET FRONTAGE:
REQUIRED - 2.5 SHADE TREES PER I OO LF

ROW/ PROPERTY LINE C: 153.16 LF/I00 = .53 X 2 = 3.8 or 4 TREES
AS SHOWN: 4 EXISTING TREES ¢ | | PROPOSED LARGE SHRUBS

~_ ROW/ PROPERTY LINE F: 47.12  AS SHOWN: 2 EXISTING TREES
EX H I B I I B' 1 \ ~__ ROW/ PROPERTY LINE G: 165.48 LF/100 = |.66 X 2 = 4.18 or 4 TREES AS SHOWN: & EXISTING TREES
Dig With Q@ QA ~__ ROW/ PROPERTY LINE J: 240.52 LF/100 = 2.40 4.8 or 5 TREES

-~ AS SHOWN: 2 EXISTING TREES ¢ 3 PROPOSED TREES

WWW.cC

ESOINC.COM

08.20.2018
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EXHIBIT B-1


— (12) STELLA D'ORO DAYLILIES
(4) NEON FLASH SPIREA
(1) STOKE'S DWARF HOLLY

(4) NEON FLASH SPIREA
(1) STOKE'S DWARF HOLLY

SIGN LANDSCAPE PLAN

SCALE: 1"= 10

@ 10 0 10 20

GRAPHIC SCALE (IN FEET)

NORTH

BIKE RACKS
(9) STELLA D'ORO DAYULIES

BUILDING LANDSCAPE PLAN

SCALE: 1"= 10
10 0 10 20
NORTH GRAPHIC SCALE (IN FEET)

3O Y o
oy V%
ST Ooooy

3" DEPTH OF BLACK DYED MULCH LAYER Q
KEEP CLEAR WITHIN A FEW INCHES OF TRUNK O
SOIL DAM WATERING BASIN Q\A e
MIN.

g 77777
00 © °,8000 3 &o° 0® 0°°c%° g0
BACKFILL: PLANTING SOIL MIX AR LTL A R &
PER SPECIFICATIONS STl %ss o7 | 2
° °o0 o LQ o
REMOVE TOP 1/3 OF BURLAP A AN S E
(MORE IF POSSIBLE WITHOUT o o AR N o
DAMAGING ROOTBALL) OR . — | &
ENTIRE CONTAINER 175 ST
— &' MIN.

’ AL
/
PLANT MOUND-COMPACTED / ‘ ROOTBALL \
BACKFILL DIAMETER

UNDISTURBED SOIL 2% ROOTBALL DIA. (MIN.)

SHRUB PLANTING DETAIL

NTS

4' RIGID MESH TREE BARK
PROTECTORS AS SUPPLIED BY:
A.M. LEONARD, INC

PO BOX 816
PIQUA, OHIO 45356
I -800-543-8955

4' MIN. DIA. .

(5) NEON FLASH SPIREA

(6) STOKE'S DWARF HOLLY
(10) RED MAGIC DAYLILIES

(12) RED MAGIC DAYLILIES
(6) GOLDFLAME SPIREA
(6) JAPANESE HOLLY

SEE NOTE |I. I

BACKFILL: PLANTING SOIL MIX ——==

PER SPECIFICATIONS

6" MIN. —
LEAVE SOLID SOIL PEDESTAL —

DO NOT DIG DEEPER THAN
BALL DEPTH.

NOTES:

DIAMETER

panN\y

N_

2X DIA.
ROOTBALL

I INDIVIDUAL TREES IN LAWN AREAS SHALL
RECEIVE A 4' MINIMUM DIAMETER MULCHED CIRCLE

2.95TAKE AND WRAP ONLY IF NECESSARY AND
REMOVE AS SOON AS ROOTS ARE ESTABLISHED

(USUALLY ONE YEAR).

DO NOT PRUNE OR DAMAGE
LEADER OF TREE

ROOT COLLAR TO BE AT OR
A LITTLE ABOVE SOIL LEVEL

3" DEPTH OF BLACK DYED MULCH

KEEP MULCH AWAY FROM TRUNK 2"-3"

SOIL DAM WATERING BASIN (4
MIN. DIA. FOR TREES PLANTED
IN LAWN AREAS).

REQUIRED TO PLACE ROOT

COLLAR 2" ABOVE FINISH GRADE

UNDISTURBED SOIL
REMOVE TOP 50% OF WIRE BASKET

OR BURLAP FROM ROOTBALL (MORE IF
POSSIBLE WITHOUT DAMAGING ROOTBALL)

SHADE TREE PLANTING DETAIL

NTS

PLANT INSTALLATION DETAILS

(2) JAPANESE HOLLY

NOTES:

. NO EQUIPMENT SHALL OPERATE
INSIDE THE PROTECTIVE FENCING NOR
SHALL MATERIALS BE STORED WITHIN THE
PROTECTIVE FENCING.

Beyond

CROWN DRIP LINE

Drip
Line

| 4I_OII

EXISTING TREE PROTECTION

NTS

(6) AUTUMN JOY SEDUM

(4) STOKE'S DWARF HOLLY

Vi

’%oo S o
°o° 880"

277 /N
7\
R
6" MIN: \\\o\'/ 0\7/ o\o\// 3 - \u;/ \’/ .
N TN
ROOTBALL ‘ \
DIAMETER
2X ROOTBALL DIA. (MIN.)
NOTES:

I STAKE ONLY IF NECESSARY AND

(12) STELLA D'ORO DAYULIES

DO NOT PRUNE OR DAMAGE
LEADER OF TREE

4" DEPTH OF HARDWOOD MULCH LAYER, KEEP

MULCH AWAY FROM TRUNK 2"-3"

SOIL DAM WATERING BASIN
(4" MIN. DIAMETER FOR TREES
PLANTED IN LAWN AREAS).

BACKFILL: PLANTING SOIL MIX
PER SPECIFICATIONS

DEPTH OF HOLE AS REQUIRED
TO PLACE ROOT COLLAR AT
2" ABOVE FINISH GRADE

REMOVE TOP 1/3 OF BURLAP
FROM ROOTBALL (OR MORE
IF POSSIBLE WITHOUT DAMAGING

ROOTBALL) OR ENTIRE WIRE BASKET.

LEAVE SOLID SOIL PEDESTAL
DO NOT DIG DEEPER THAN BALL DEPTH.

—— UNDISTURBED SOIL

REMOVE AS SOON AS ROOTS ARE ESTABLISHED

(USUALLY ONE YEAR).

EVERGREEN TREE PLANTING DETAIL

NTS

EXHIBIT B-2

PUP2018-00011

TREE PROTECTION FENCE: HIGH DENSITY
POLYETHYLENE FENCING WITH 3.5" X |.5"
OPENINGS; COLOR- ORANGE. STEEL POSTS
INSTALLED AT &' O.C.

2" X &' STEEL T-POSTS
OR APPROVED EQUAL at & OC.

MAINTAIN EXISTING GRADE WITHIN THE TREE
PROTECTION FENCE UNLESS OTHERWISE
INDICATED ON THE PLANS.

PLANT MATERIALS LIST

LANDSCAPE ARCHITECT:

YELLOW SPRINGS DESIGN

PO Box 472 205 PARK MEADOWS DR
YELLOW SPRINGS, OHIO 45387

937.767.8199
yellowspringsdesign@bizwoh.rr.com

MINIMUM TREE TOTAL
QTY. PLANT NAME INSTALLED SIZE | COVERAGE | COVERAGE
LARGE TREES
3 RED MAPLE - Acer rubrum* 'October Glory' 3" cal. B/B 300 900
6 SUGAR MAPLE -Acer saccharum® 2-1/2" cal. BB 200 1 200
3 SKYLINE LOCUST - Gleditsia triacanthos inermis 'Skyline' 2-1/2" cal. B/B 200 600
8 TULIP POPLAR - Linodendron Tulipfera® 2-1/2" cal. B/B 200 1 600
1 WILLOW OAK - Quercus phelios* 2-1/2" cal. B/B 200 200
2 | PIN OAK -Quercus palustris* 3" cal. B/B 300 c00
19 EXISTING TREES 3"+ cal. 300 5700
ORNAMENTAL TREES
3 RED CRAPE MYRTLE - Lagerstroemia indica x faurier 'Tuscarora IO ht. B/B or cont. 50 | 50
EVERGREEN TREES
10 |WHITE SPRUCE - Picea glauca &' ht. B/B 100 1000
total 1,950
LARGE SHRUBS
25 CHERRY LAUREL - Prunus laurocerasus 'Schipkaensis' 42" ht. B/B or cont.
22 JAPANESE HOLLY - liex crenata 'Helier! 36" ht. B/B or cont.
45 | WINTERBERRY HOLLY - liex verticillata 36" ht. B/B or cont.
85 | WEEPING FORSYTHIA - Forsythia suspensa 'Siebold 36" ht. B/B or cont.
22 GREY OWL JUNIFER - Juniperus virginiana 'Grey Owl 36" ht. B/B or cont.
MEDIUM/LOW SHRUBS
14 STOKES DWARF HOLLY - liex vomitoria 'Stoke's Dwarf #5 cont.
11 | GOLDLFAME SPIREA - Spirea bumalda 'Goldflame' # 3 cont.
14 | NEON SPLASH SPIREA - Spirea bumaida 'Neon Splash' # 3 cont.
PERENNIALS
33 STELLA D' ORO DAYLILIES - Hermerocallis x 'Stella d' Oro' # | cont.
22 RED MAGIC DAYLILIES - Hemerocallis x 'Red Magc' # | cont.
20 | AUTUMN JOY SEDUM - Sedum teiephinum 'Autumn Joy' # 2 cont.
* Denotes Virginia Native Tree
TREES COVERAGE:
I O% REQURED COVERAGE:
TOTAL PARCEL 99,120+
Minus Building 1,620
Minus Parking 4. 560
Minus Easements 21,5186

TOTAL: 71,420+ @ 0% = 7,142 REQUIRED
AS SHOWN: | 1,950 X 1.25 =14,937.5 SHOWN

GENERAL LANDSCAPE REQUIREMENTS

. ALL PLANT MATERIALS SHALL BE NURSERY GROWN AND SHALL
BE PLANTED IN ACCORDANCE WITH THE LANDSCAPE
SPECIFICATIONS ADOPTED JOINTLY BY THE VIRGINIA
NURSERYMEN'S ASSOCIATION, THE VIRGINIA SOCIETY OF
LANDSCAPE DESIGNERS AND THE VIRGINIA CHAFPTER F THE
AMERICAN SOCIETY OF LANDSCAPE ARCHITECTS.

2. DIAMETERS OF PLANT MATERIALS AS DRAWN ARE 5.
REPRESENTATIVE OF PLANTS AT OR NEAR MATURITY
RATHER THAN AT [NITIAL PLANTING.

3. THE PLANT LIST IS INTENDED AS A GUIDE FOR THE
LANDSCAPE CONTRACTOR. IN THE EVENT OF
DISCREPANCY BETWEEN THE NUMBER OF PLANTS ON
THE PLANT LIST AND ON THE DRAWING, THE GREATER
NUMBER SHALL APPLY.

4. LANDSCAFPE CONTRACTOR SHALL COORDINATE FLANT
INSTALLATION SEQUENCE WITH IRRIGATION CONTRACTOR.

5. ADJUSTMENTS IN LOCATIONS OF PLANT MATERIALS

MAY BE NECESSARY DUE TO NEW OR EXISTING UTILITIES
OR SITE OBSTRUCTIONS. SET NEW TREES A MIN. 8' FROM NEW
OR EXISTING STORM/SEWER LINES. ADVISE PROJECT MANAGER

BEFORE THE ADJUSTMENTS ARE MADE. |

6. ALL SHRUBS OCCURRING IN CONTINUOUS ROW OR
FORMAL ARRANGEMENT SHALL HAVE UNIFORM HEIGHT,

7. AMINIMUM OF &" DEFTH OF NEW TOPSOIL SHALL BE
PLACED IN ALL BED AREAS BY LANDSCAFPE CONTRACTOR
PRIOR TO PLANT INSTALLATION. BACKFILL ALL SHRUBS

AND TREES WITH BACKFILL MIX OF ONE PART COMPOST
TO THREE PARTS TOPSOIL.

MULCH TREES AND SHRUBS WITH MIN. 3" DEFTH OF
"BLACK GOLD" OR APPROVED EQUAL, BLACK DYED
SHREDDED HARDWOOD MULCH. MULCH PERENNIALS

WITH 2" DEPTH OF MULCH. MULCH SHALL EXTEND
IN A CONTINUOUS LAYER WITHIN PLANTING BEDS

FROM FACE TO FACE OF SITE STRUCTURES - WALKS,
BUILDING, CURBS, OR OTHER PLANT BED LIMITS.
9. ALL BED EDGES SHALL BE SPADE-CUT AND CLOSELY ALIGN
AS POSSIBLE WITH EDGES AS SHOWN ON DRAWING.
KEEP MULCH A MIN. 1/2" BELOW ADJACENT PAVED SURFACES.
. 50D ALL LAWN DISTURBED AREAS WITHIN PROJECT LIMITS

AS NOTED ON CIVIL DRAWINGS; INCLUDING OUT TO
PAVEMENT EDGES. REFER TO CIVIL DRAWINGS AND

VERIFY EXTENT WITH PROJECT MANAGER.

. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL
PLANT MATERIALS FOR ONE-YEAR FROM DATE OF
OF ACCEPTANCE. PRIOR TO END OF WARRANTY PERIOD

CONTRACTOR SHALL REFPLACE ALL TREES, SHRUBS OR

SPREAD AND HABIT OF GROWTH. FOR PERENNIAL
LOCATIONS, FILL AREA WITH QUANTITY OF PLANTS
DESIGNATED; EVENLY SPACED.

PLANTINGS NOT ALIVE OR IN A HEALTHY GROWING CONDITION.
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\\cesoinc.local\root\data\PROJECTS\VALVOLINE\755062-HENRICO, VA\02-BLDG\PLAN\DWG\2 Bay Right Hand\062_A3 Exterior Elevations, 7/13/2018 2:24:31 PM, RICHARD

0 TOP_OF TOWER ( % )
FXTERIOR FINISHES 287 xﬁ% (2
EXTERIOR INSULATED DRYVIT (SANDPEBBLE FINE) ASPHALT SHINGLES (SEE \ty NOTE: CENTER SIGN ON ROOF
. " EXT. FINISH NOTES AND 5% et
FINISH SYSTEM (FIELD): COLOR: EIFS 1 = #310 "CHINA WHITE 3 ROOF PLANS) P e [T PEAK & AWNING BELOW. FIELD
533 _ Botrou OF SoFFIT g s e L e T, VERIFY AL CONDITIONS
EXTERIOR INSULATED DRYVIT (SANDPEBBLE FINE) o e e LTTIITII LT
FINISH SYSTEM (ACCENTS): COLOR: EIFS 2 = #456 "OYSTER SHELL” - = 25-4 T
CONT. RIDGE VENT . — ] —ELF.S #2 — ———— ——ELFS #2
BRICK # FIELD: MATCH: HARBOR VIEW—PLYMOUTH BY GLEN-GERY OR EQUAL \ Z \\\ T = — g
——— 2%’ ELF.S — iy ——ELF.S #1
BRICK #2 WAINSCOT: MATCH: CHAMOIS ROCK-STONE BY SHOULDICE OR EQUAL T 12}}2 ELFS ——— | # EXHAUST VENT CAP — SEE
(GRADE TO PRECAST SILL) EXHAUST VENT CAP — SEE AF MECHANICAL ( E S O
MECHANICAL DRAWINGS LOGO SIGN S -
BRICK #2 SOLDIER COURSE: MATCH: CHAMOIS ROCK—STONE BY SHOULDICE OR EQUAL | ik g \ > T WWW CESOING. CoOM
MORTAR: LEHIGH — COLOR (TBD) TO MATCH ADJACENT BUILDING A i i 175 MONTROSE WEST AVE. SUITE 400, AKRON, OH 44321
@ STAPLES MILL MARKET PLACE i //— B@A@E‘LT_LQSEI-Y“(';‘I\?D W@W@DDW@. : ”E : E I ggggs:g gﬁm&RA’ TYP. SEE | PHONE:(330)665-0660  FAX: (888)208-4826
| » T ﬁ TT\J/W/
MASONRY SEALER: ALL BRICK/STONE SURFACES SHALL BE TREATED W/SEALER : R A A 8 R</,/ 24 ELFS ZZZL@Z?Z?@ZZZ = el
REFER TO SPECIFICATIONS. 5 e e ' = FACE BRICK #1 sl|lo]| e
- *I*-**I*-**I*-**I*-**I*-**I*-**I*-**I*-**I*-**I*-**I*-**I*-**I*.**I*.**I*.**I*i.&'*- ﬁl-s N~ ELF.S WAINSCOT SILL \ 8 . =< | H\m/_ ‘,: g 8
STANDING SEAM FIRESTONE UN A_CLAD KYN AR 500 / HYLAR METAI. 5000 { L rrrrrrrrrrrrrrrrrrrrrrrrrrrnrrrrntrr o rrnrrnrrrr i rrnrrar i rrr rrnrnrrT BOTTOM OF SOFFlT T R WHHH HHH . I HHH HHH . I HHH HHH . I HHH HE] E o |e
AWNING: FLUOROCARBON STEEL — COLOR (TBD) TO MATCH AWNING — 135" EIFS 22 —
COLOR "FOREST GREEN” @ STAPLES MILL MARKET PLACE FACE BRICK #1 A= AFS # —
— SNOW GUARDS — ALUM. GUTTER, FASCIA
ROOF SHINGLES: OWENS CORNING DURATION SERIES "DRIFTWOOD” BRICK #2 SOLDIER NN nmmmm e Ll Tl Tl Tl Tl Tl T I Nhnnnnnnnnnnnnnnm L & DOWNSPOUTS
COURSE = L EERERERERE RN = = | I #2 SOLDIER
GUTTER, DOWNSPOUTS, MASTIC HOME EXTERIORS BY PLY GEM — DESERT SAND — = 1= — COURSE
FASCIA & EXPOSED TRIM: — METAL AWNING M P 1=
= 4 = [[————— WALL MOUNTED LIGHT
STOREFRONT SYSTEM: 2x4 1/2" KAWNEER TRIFAB VG 451T SERIES CLEAR ANODIZED —| ] =
» [ | ” »” = &L -
ALUMINUM STOREFRONT SYSTEM W/1” INSULATED GLAZING. | LED "OPEN SIGN— — / / =
FACE BRICK # | FURNISHED BY OWNER, 7 4 —
DUMPSTER WALLS: MATCH BUILDING — INSTALLED BY G.C. 7N —
= . \ = FACE BRICK #1
HM. DOORS & FRAMES: FIELD PAINT w/SHERWIN-WILLIAMS B66~310 PRO-CYRL o o RECAST CONC. | (0P OF PRECKST SIL Z |\ 7 2,/ N —
PRIMER FOLLOWED BY (2) FINISH COATS OF B66-300 ! ’ = = AN — 2
SHER-CYRL HPA. COLOR SHALL BE SW-7515 "HOMESTEAD —] 4-0" R = %
BROWN”. PROVIDE MOCK—UP AND VERIFY COLOR W/OWNER. — \\ // — BRICK 2 WANSCOT g
[ | ] U:)
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